
Surface Texture Measuring Instrument

Quick Reference

Enter the reference value printed 
on the STYLUS CHECK top of 
the roughness specimen.

Set up the pickup/stylus on the STYLUS 
CHECK side of the roughness specimen.

Check the results 
display.

Continued 
on reverse.

Tap [Stylus check].

Tap [Calibration].

μm

Tap [Calibration].

Select 
[R-specimen].

Enter the reference value printed 
on the top of the CALIBRATION 
side of roughness specimen.

Set up the pickup/stylus on the CALIBRATION 
side of the roughness specimen.

to begin 
calibration.

MEAS.
STOP

to begin 
calibration.

MEAS.
STOP

Calibration is completed.

Press

Press

μm

Level Meter

Use the roughness specimen 
to perform calibration and the 
stylus check.

Roughness Specimen
For 35/40 For 45 For 50/550

Make sure that the level meter is pointing around 
the center of level meter once the stylus makes 
contact with the surface of the roughness specimen 
to be measured.

Prepare for calibration

Perform a stylus check

Perform calibration

Refer to the Reference Guide for 
detailed operating procedures.
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Surface Texture Measuring Instrument

Quick Reference

Printing begins

Press the PRINT button.

Tap the icons or swipe the screen to 
intuitively transition between screens. Model equipped with printer or 550 only.

Tap any icon

For 35/40/45

For 50/550 to begin 
measurement.

MEAS.
STOP

Measurement is completed
Measurement result is displayed.

Make sure the level meter 
is pointing near the center.

Set the measurement conditions.

Tap [Conditions].

Set up the pickup/stylus on the workpiece.

Press

TapTap

Tap

Swipe up or tap

Swipe down or tap

Measure a workpiece


